










Switzerland
www.keller-forstmaschinen.ch

U.S.A
www.blondininc.com

Our international
retailers
Australia
www.randalls.com.au

Canada
Epost: rottnecanada@nb.aibn.com

Tjeck Republic
www.lesni-technika.cz

France
www.timbercoop.com

Germany
www.kopa-forstmaschinen.de 

Great Britain
www.jaspwilson.co.uk

Latvia
www.formida.lv

Lithuania
www.dominga.lt

Norway
www.skogteknikk.no

Portugal
Epost: sefoeste@clix.pt

Russia
www.forestservice.ru 

Europe
ROTTNE worldwide

North America



Marketing of Rottne’s machine range is handled by independent 

retailers, who take care of both sales and servicing and spare part 

stocks. Around 50 % of machines are sold in Sweden, and exports are 

divided between markets in Europe, North America and Australia. 

The Swedish market is divided into a number of districts with retail-

ers in 11 locations. Some retailers covering large districts often have 

service partners in several locations within their region to enable 

rapid provision of service.

The organisation on the export markets comprises a retailer/general 

agent in each country, who is responsible for sales and after-sales 

using either their own resources or contracted subdealers/service 

partners.

Rottne’s aim is to establish itself on additional markets with sales 

potential, where retailers can be found with the necessary quali-

ties for handling sales and servicing of today’s advanced forestry 

machines.

Australia

Our Swedish 

retailers

* Aneby
www.hoglandetsmaskin.se

* Borås
www.akerlunds.se

* Karlstad
www.maskinvast.se

* Mora
www.traktorcentralen.se

* Piteå
www.traktorcity.se

* Sala
www.traktorcentralen.se

* Tjällmo
www.skogsmaskiner.se

* Vetlanda
www.hoglandetsmaskin.se

* Vimmerby
www.hoglandetsmaskin.se

* Växjö
www.sundahls.se

* Östersund
www.nylundsmaskiner.se
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ROTTNE F18
A brand new large forwarder with a 

load capacity of 18 tons, providing more 

efficient transport for long forwarding 

distances. Adjustable load area also 

available as an optional extra. The new 

cab is available with Comfort Line (op-

tional extra) to reduce vibrations and 

shaking. This, together with a spacious 

cab, excellent visibility and low noise 

level, provides a comfortable world-

class workplace.

TECHNICAL DATA

ENGINE
JD 6090 HF 485 POWER TECH PLUS TIER 3
187 kW/1,800 rpm torque 1,095 Nm/1,500 rpm
MACHINE CONTROL SYSTEM 
Rottne D5  
TRANSMISSION
Hydrostatic transmission, tractive force 220 kN  
HYDRAULIC SYSTEM
Load-sensing hydraulic system, 
Pump capacity 270 litres/1,500 rpm
LOADER
RK 160 with 2.2 m extension, reach 8.5 m 
Lifting torque 156 kNm 
Torque 45 kNm/Angle of rotation 370º
LOAD AREA  
5.3 - 6.5 m²  
LOAD CAPACITY
18,000 kg
SERVICE WEIGHT

22,000 - 23,200 kg

ROTTNE F15
A powerful 8-wheel forwarder with 

14-ton load capacity, with service-

ability as evident as reliability. This 

machine is suitable for both thinning 

and final felling, giving you good 

scope for favourable overall econ-

omy. A cab offering good visibility 

and an excellent operator environ-

ment. For even greater comfort, why 

not choose the Comfort Line cab 

suspension system?

TECHNICAL DATA

ENGINE
JD 6068 HF 485 POWER TECH PLUS TIER 3
168 kW/1,800 rpm torque 934 Nm/1,400 rpm
MACHINE CONTROL SYSTEM 
Rottne D5. 
TRANSMISSION
Hydrostatic transmission, tractive force 177 kN
HYDRAULIC SYSTEM
Load-sensing hydraulic system, 
Pump capacity 210 litres/1,500 rpm
LOADER
RK 125 with 1.4 m extension, reach 7.1 m 
Lifting torque 125 kNm 
Torque 25 kNm/Angle of rotation 375º
LOAD AREA  
4.6 - 5.5 m² 
LOAD CAPACITY 
14,000 kg
SERVICE WEIGHT

17,200 - 17,900 kg

ROTTNE F18 - a large forwarder for those requiring something extra

ROTTNE F15 - well designed down to the smallest detail



ROTTNE F13S
An all-round machine for those under-

taking both thinning and final felling. 

The articulated wagon makes thin-

ning operations considerably easier 

and causes less damage en route. The 

machine has a load capacity of 12 tons, 

a hydraulically-controlled front gate 

and front bunk and a height-adjustable 

gate that makes it more flexible for 

different timber lengths. Maintenance-

free bearings in the wagon steering, 

together with serviceability, allow faster 

maintenance, thus reducing downtime 

and costs. The new cab and its comfort 

features provide an exceptional work-

place.

ROTTNE F10
A thinning forwarder with the perfect 

properties to enable efficient work in 

dense thinning stands or for light final 

felling. The cab’s large windows and low 

bottom edges provide fantastic visibility 

for optimum results when hauling logs. 

The Rottne D5 control system allows 

operator-specific settings. If you are 

looking for a machine offering modern 

technology, up-to-date design and fan-

tastic comfort, Rottne F10 is an excellent 

choice.   

ROTTNE F13S - flexible and stable

ROTTNE F10 - reliable and effective 

TECHNICAL DATA

ENGINE
JD 6068 HF 485 POWER TECH PLUS TIER 3
168 kW/1,800 rpm torque 934 Nm/1,400 rpm
MACHINE CONTROL SYSTEM 
Rottne D5 
TRANSMISSION
Hydrostatic transmission, tractive force 177 kN 
HYDRAULIC SYSTEM
Load-sensing hydraulic system, 
Pump capacity 210 litres/1,500 rpm
LOADER 
RK 125 with 1.4 m extension, reach 7.1 m 
Lifting torque 125 kNm 
Torque 25 kNm/Angle of rotation 375º
LOAD AREA  
4.4 - 5.3 m²  
LOAD CAPACITY
12,000 kg
SERVICE WEIGHT

17,200 - 17,900 kg

TECHNICAL DATA

ENGINE
JD 4045 HF 485 POWER TECH PLUS TIER 3
116 kW/1,800 rpm torque 645 Nm/1,400 rpm
MACHINE CONTROL SYSTEM 
Rottne D5 
TRANSMISSION
Hydrostatic transmission, tractive force 116.5 kN  
HYDRAULIC SYSTEM
Load-sensing hydraulic system, 
Pump capacity 165 litres/1,500 rpm
LOADER 
RK 62 with 1.4 m extension, reach 6,9 m 
Lifting torque 78 kNm 
Torque 17.5 kNm/Angle of rotation 380º
LOAD AREA  
4 m²  
LOAD CAPACITY
9,000 kg
SERVICE WEIGHT

12,000 - 13,200 kg
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ROTTNE H-14
ROTTNE H-14 is a powerful medium-sized harvester 

for those requiring both final felling and thinning 

capabilities. As alternatives you can choose the 

following heads: EGS 402, EGS 590 or SP 451. 

The RK 140 loader has a tilting loader base, and 

two extension options give you a reach of 10.3 or 

12 metres. Operator comfort is as evident as 

serviceability on H14, yielding better efficiency 

and increased productivity.

ROTTNE H-14 with SP Head
HEAD
SP-451
BUCKING SYSTEM 
D4
CUTTING DIAMETER  
530 mm 
LIMBING DIAMETER  
30-420 mm
1 fixed and 4 movable limbing knives
FEED RATE 
6 m/sek 
TRACTIVE FORCE 
18 kN
2 steel feeder rollers

TECHNICAL DATA

ENGINE
JD 6068 HF 485 POWER TECH PLUS TIER 3
168 kW/1,800 rpm torque 1,025 Nm/1,400 rpm
MACHINE CONTROL SYSTEM 
Rottne D5 
TRANSMISSION
Hydrostatic transmission, tractive force 168 kN 
HYDRAULIC SYSTEM
Load-sensing hydraulic system, 
Pump capacity 323 litres/1,700 rpm
LOADER 
RK 140 with 2 m extension, reach 10.3 m. 
Or 3.2 m extension, reach 12 m 
Lifting torque 202 kNm 
Torque 36 kNm/Angle of rotation 260º
SERVICE WEIGHT

19,500 - 21,000 kg

HEAD

EGS 590 / EGS 402

BUCKING SYSTEM

Rottne D4

CUTTING DIAMETER

600 / 450 mm

LIMBING DIAMETER

50 - 600 / 40 - 400 mm

1 fixed and 4 movable limbing knives

FEED RATE

4 / 4 m/sec

TRACTIVE FORCE

25 / 14.3 kN

3/2 steel feeder rollers
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ROTTNE H-20
ROTTNE H-20 is the optimum final felling machine for those felling in 

really heavy forest. The swivelling and levelling cab and the low noise 

level contribute to a pleasant and comfortable working environment. 

Rottne’s EGS 700 head has five feeder wheels, providing fantastically 

good tractive force. When combined with the strong RK 200 loader, it 

can handle heavy final felling without any difficulty. H20 is an efficient 

machine designed to achieve maximum profitability.

ROTTNE H-8
ROTTNE H-8 is a small stand-operating thinning harvester with 

unique properties. The levelling chassis together with the narrow 

width allow the machine to proceed smoothly when thinning, leaving 

minimal damage. The design of the cab with its large windows pro-

vides excellent visibility and overview, thus also minimising damage 

to remaining stems. The new Rottne D5 measuring system, together 

with the machine control system, provides all the necessary setting 

options and is very easy to operate.
TECHNICAL DATA

ENGINE
JD 6090 HF 485 POWER TECH PLUS TIER 3
187 kW/1,800 rpm torque 1,095 Nm/1,700 rpm
MACHINE CONTROL SYSTEM  
Rottne D5 
TRANSMISSION
Hydrostatic transmission, 
Tractive force 180 kN  
HYDRAULIC SYSTEM
Load-sensing hydraulic system, 
Pump capacity 357 litres/1,700 rpm
LOADER
RK 200 with 2 m extension, reach 10 m 
Lifting torque 254 kNm 
Torque 40/kNm Angle of rotation 240º

SERVICE WEIGHT

23,000 kg

HEAD

EGS 700

BUCKING SYSTEM

Rottne D4

CUTTING DIAMETER

750 mm

LIMBING DIAMETER

50 - 700 mm 

1 fixed and 4 movable limbing knives

FEED RATE

4 m/sec

TRACTIVE FORCE

27 kN

5 steel feeder rollers.

TECHNICAL DATA

ENGINE
JD 4045 HF 485 POWER TECH PLUS TIER 3
116 kW/1,800 rpm torque 645 Nm/1,400 rpm
MASKINSTYRSYSTEM 
Rottne D5 
TRANSMISSION
Hydrostatic transmission, 
Tractive force 73 kN 
HYDRAULIC SYSTEM
Load-sensing hydraulic system, 
Pump capacity 230 litres/1,700 rpm
LOADER  
RK 50 with 1.4 m extension, reach 7 m 
Lifting torque 80 kNm 
Torque 12 kNm/Angle of rotation 230º 

SERVICE WEIGHT

8,300 kg

UNIT

EGS 405

BUCKING SYSTEM

Rottne D5

CUTTING DIAMETER

450 mm

LIMBING DIAMETER

40 - 400 mm

1 fixed and 4 movable limbing knives

FEED RATE

4 m/sec

TRACTIVE FORCE

14.3 kN

2 steel feeder rollers.
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Rottne Industri AB
www.rottne.com
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